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NEW UTILITY COMPANY PRIMARY SERVICE CONDUITS. COORDINATE PRIMARY
CONDUIT INSTALLATION WITH  THE UTILITY COMPANY. PROVIDE MINIMUM (2) 5"
CONDUITS. REFER TO DETAILS FOR REFERENCE.

NEW SECONDARY SERVICE CONDUITS. COORDINATE INSTALLATION OF
SECONDARY CONDUCTORS WITH THE UTILITY COMPANY. REFER TO ONE-LINE
POWER RISER DIAGRAM FOR ADDITIONAL INFORMATION. PROVIDE MINIMUM (8) 4"
CONDUITS. REFER TO DETAILS FOR REFERENCE.

(2) 4" SCHEDULE 80 PVC CONDUITS FROM LOCAL TEL/COM PROVIDER SERVICE. COORDINATE EXACT
CONDUIT ROUTING AND ADDITIONAL REQUIREMENTS WITH LOCAL TEL/COM PROVIDER AND CIVIL
ENGINEER. REFER TO ELECTRICAL POWER OVERALL PLAN FOR TEL/COM CONDUIT TERMINATIONS
LOCATION AND ADDITIONAL REQUIREMENTS.

CONTRACTOR SHALL COORDINATE SCOPE OF WORK AND REQUIREMENTS FOR
INSTALLATION OF PRIMARY ELECTRICAL SERVICE FEEDERS AND TEL/COM
SERVICE CONDUITS WITH CIVIL ENGINEER.
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GENERAL NOTES:                                

1. ALL WORK SHALL BE DONE IN STRICT ACCORDANCE WITH ALL REQURIEMENTS
OF ANY LOCAL APPLICABLE CODES OR ORDINANCES, PUBLIC UTILITY COMPANY
REGULATIONS, STATE CODE, AND NATIONAL ELECTRICAL CODE WITH INTERIM
AMENDMENTS THERETO.

2. ALL MATERIALS SHALL CONFORM TO THE LATEST ISSUE OF ALL APPLICABLE
STANDARDS AS ESTABLISHED BY EEI, NEMA, AST, IPCEA, NATIONAL BOARD OF
FIRE UNDERWRITERS & UNDERWRITERS LABORTORIES.

3. CONTRACTOR SHALL LEAVE ENTIRE ELECTRUCAL SYSTEM INSTALLED BY THE
CONTRACTOR IN PROPER WORKING CONDITION AND REPLACE WITHOUT
ADDITIONAL CHARGE ALL WORK OR MATERIALS WHICH MAY DEVELOP DEFECTS
WITHIN A PERIOD OF ONE (1) YEAR FROM DATE OF FINAL ACCEPTANCE BY THE
ENGINEER.

4. ALL EQUIPMENT SHALL BE GROUNDED AND BONDED IN ACCORDANCE TO NEC.

5. REFER TO E0 SERIES FOR GENERAL NOTES, ABBREVIATIONS, AND SYMBOL
LEGEND.

6. REFER TO WAREHOUSE SPACE POWER PLANS FOR PANEL LOCATIONS AND
ADDITIONAL INFORMATION.

7.  REFER TO ONE LINE DIAGRAMS E5 SERIES FOR ADDITIONAL INFORMATION.

8. MAXIMUM DISTANCE BETWEEN TRANSFORMERS VAULT AND/OR PRIMARY
ENCLOSURE SHALL BE 500 FEET. FIELD COORDINATE EXACT LOCATION.

9. ALL SITE ELECTRICAL EQUIPMENT LOCATIONS SHALL BE COORDINATED WITH
THE CIVIL DRAWINGS. LOCATIONS SHOWN HERE ARE FOR REFERENCE.

10. FURNISH AND INSTALL PROTECTIVE BOLLARDS AS REQUIRED. COORDINATED
WITH THE CIVIL DRAWINGS.

11. THE SITE LIGHTING DESIGN WAS CREATED BY CITY LIGHTING PRODUCTS,
INCLUDING FIXTURE AND POLE SELECTION AND LAYOUT, AND LIGHTING
CONTROLS. CONTRACTOR SHALL CONTACT CITY LIGHTING PRODUCTS FOR ALL
LIGHTING. ALL LIGHTING FIXTURES  AND LIGHTING CONTROL PANELS SHALLBE
SOURCED EXCLUSIVELY THROUGH CITY LIGHTING. NO SUBSTITUTIONS
ACCEPTED. CONTACT INFORMATION IS BELOW:

11.1. MANAGER/PJM: GARY MAGRENI, GMAGRENI@CITYLIGHTING.COM,
704-235-3134

11.2. PJM: DANA BECKHAM, DBECKHAM@CITYLIGHTING.COM, 704-235-3136

12. LIGHTING CONTROL DESIGN INTENT BY CITY LIGHTING PRODUCTS. PLEASE
CONTACT THE CITY LIGHTING PRODUCTS PERSONNAL INDICATED IN GENERAL
NOTE #1 FOR DEFINITION OF LIGHTING ZONES AND ASSIGNMENT OF WHICH
FIXTURES ARE TO BE INCLUDED IN EACH ZONE.

13. UNLESS OTHERWISE NOTED, ALL EXISTING SITE LIGHTING FIXTURES WITHIN THE
PROJECT AREA AND ASSOCIATED POLES, FOUNDATIONS, WIRING, CONDUIT, AND
CONTROLS SHALL BE REMOVED IN THERE ENTIRETY AND PROPERLY DISPOSED
OF. REFER TO CIVIL PLANS FOR LOCATIONS OF EXISTING LIGHTS. CONTRACTOR
SHALL FIELD VERIFY ACTUAL EXISTING CONDITIONS AS RELATED TO THE
REQUIRED SCOPE OF WORK

14. UNLESS OTHERWISE NOTED, EXISTING SITE LIGHTING FIXTURES OUTSIDE OF
THE PROJECT AREA AND ASSOCIATED POLES, FOUNDATIONS, WIRING, CONDUIT,
AND CONTROLS SHALL REMAIN IN PLACE AND OPERATIONAL.

15. CONTRACTOR SHALL FIELD VERIFY ALL PROPOSED LIGHT FIXTURE AND POLE
LOCATIONS TO ENSURE THERE ARE NO CONFLICTS BETWEEN
LIGHTING-RELATED EQUIPMENT (LUMINARIES, TRANSFORMERS, CONDUIT,
JUNCTION BOXES, ETC.) AND ANY EXISTING OR NEW UTILITY EQUIPMENT
(OVERHEAD OR UNDERGROUND), STRUCTURES, LANDSCAPING, OR OTHER SITE
APPURTENANCES. IF ANY CONFLICTS ARE ENCOUNTERED, DO NOT PROCEED
WITH RELATED LIGHTING WORK, AND CONTACT THE DESIGN TEAM FOR FURTHER
DIRECTION.

16. FOR ALL LIGHTING EQUIPMENT, CAREFULLY FOLLOW ALL THE MANUFACTURES'
INSTALLATION INSTRUCTIONS AND RECOMMENDATIONS.

17. COORDINATE CONDUIT ROUTING WITH ALL UNDERGROUND UTILITIES.

18. EXTERIOR LIGHTING CONTROL DESIGN INTENT AND EQUIPMENT SPECIFICATION
TO BE DETERMINED BY CITY LIGHTING PRODUCTS. PLEASE CONTACT THE CITY
LIGHTING PRODUCTS PERSONNEL INDICATED IN GENERAL NOTE #11 FOR THIS
INFORMATION.

19. REFER TO LIGHTING DRAWINGS FOR TYPE "F" FIXTURE CIRCUITING UNDER
CANOPY.

KEY NOTES: (DESIGNATED BY "    ")  #
1. NEW UTILITY PAN-MOUNTED TRANSFORMER (BY UTILITY COMPANY),

TRANSFORMER PAD (BY ELECTRICAL CONTRACTOR). FURNISH AND INSTALL
TRANSFORMER PAD PER LOCAL UTILITY COMPANY REQUIREMENTS.
COORDINATE EXACT TRANSFORMER LOCATION WITH CIVIL ENGINEER. REFER TO
ONE-LINE POWER RISER DIAGRAM FOR ADDITIONAL INFORMATION.

2. NEW PAD-MOUNT UTILITY CT COMPARTMENT AND METER SOCKET (BY
ELECTRICAL CONTRACTOR). FURNISH AND INSTALL METERING EQUIPMENT PER
LOCAL UTILITY COMPANY REQUIREMENTS. REFER TO ONE-LINE POWER RISER
DIAGRAM FOR ADDITIONAL INFORMATION.

3. NEW UTILITY COMPANY PRIMARY SERVICE CONDUITS. COORDINATE PRIMARY
CONDUIT INSTALLATION WITH  THE UTILITY COMPANY. PROVIDE MINIMUM (2) 5"
CONDUITS. REFER TO DETAILS FOR REFERENCE.

4. NEW SECONDARY SERVICE CONDUITS. COORDINATE INSTALLATION OF
SECONDARY CONDUCTORS WITH THE UTILITY COMPANY. REFER TO ONE-LINE
POWER RISER DIAGRAM FOR ADDITIONAL INFORMATION. PROVIDE MINIMUM (10)
4" CONDUITS. REFER TO DETAILS FOR REFERENCE.

5. (2) 4" SCHEDULE 80 PVC CONDUITS FROM LOCAL TEL/COM PROVIDER SERVICE.
COORDINATE EXACT CONDUIT ROUTING AND ADDITIONAL REQUIREMENTS WITH
LOCAL TEL/COM PROVIDER AND CIVIL ENGINEER. REFER TO ELECTRICAL POWER
OVERALL PLAN FOR TEL/COM CONDUIT TERMINATIONS LOCATION AND
ADDITIONAL REQUIREMENTS.

6. CONTRACTOR SHALL COORDINATE SCOPE OF WORK AND REQUIREMENTS FOR
INSTALLATION OF PRIMARY ELECTRICAL SERVICE FEEDERS AND TEL/COM
SERVICE CONDUITS WITH CIVIL ENGINEER.

7. NEW GROUNDING COUNTERPOISE. SEE DETAIL FOR REFERENCE.

8. PROVIDE WEATHERPROOF JUNCTION BOX(S) AND BRANCH CIRCUITING AS
REQUIRED FOR SIGNAGE LIGHTING. COORDINATE EXACT LOCATIONS AND
CONNECTION TYPE WITH OWNER AND MANUFACTURER SPECIFICATIONS.
COORDINATE ELECTRICAL REQUIREMENTS WITH MANUFACTURER
SPECIFICATIONS.

NOTES:
1. THE SIGN LIGHTING IS TO BE
CONTROLLED WITH THE PARKING
LOT LIGHTING.

2. MONUMENT SIGN INTERNALLY LIT.
COORDINATE CONNECTION TYPE
WITH MANUFACTURER.
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SITE PLAN - ELECTRICAL

1" = 70'-0"
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MONUMENT SIGN - LIGHTING

1/32" = 1'-0"




